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Example of Filter Specification

for Bry-Air Desiccant  Dehumidification System

Specification includes all options.  Specifier to delete those not required.

FILTERS
A. The unit casing shall include removable filters in both process/system and reactivation 
     air streams. Filters shall be mounted in supports and access panels shall be hinged 
     and have quick release fasteners that eliminate the need to remove hardware. All 
     filters shall be constructed of a non-woven media held in a rigid frame.  Filter mounting
     supports are welded and sealed in place to minimize air bypass.
System/Process/Make-up air filters
1) Standard

a. The process filters shall be 2 inch deep, MERV 8 disposable pleated filters, UL 
    Class 2.
2) Optional

a. 4” deep, MERV 11 disposable pleated filters and UL Class 2.

b. 12” deep, MERV 11 disposable pleated filters and UL Class 2.

c. 4” deep, MERV 14 disposable pleated filters and UL Class 2.

d. 12” deep, MERV 14 disposable pleated filters and UL Class 2.

e. 12” deep, HEPA disposable pleated filters and UL Class 2.

Reactivation air filters
1) Standard

a. The reactivation filters shall be 2 inch deep, MERV 8 disposable pleated filters,  
    UL Class 1, high temperature rated.
2) Optional

a. 12” deep, MERV 11 disposable pleated filters and UL Class 1, high temperature
     rated.

b. 12” deep, MERV 14 disposable pleated filters and UL Class 1, high temperature 
     rated.

c. 12” deep, HEPA disposable pleated filters and UL Class 1, high temperature  

                            rated.








































